A , B , C , D . E ! F ! G ! H
REVISIONS
UNIT MM
| | | TENGSCREW  CO., LTD. [ DESCRIPTION DATE APP.
LATCHING POINT NOTE
o> Spec.: Draw Latch, Over-Center Series,
Small Size, Being Suitoble to 1 U & 2 U
Server,
@ b) Latching Spring + SAE 1065 Steel +
Hardened + Zinc / Clear.
\L n f —
® 2650+/-0.35 o c) Lever And Base : JIS (3141 SPCC-SD
@ L OILED + Zinc / Clear,
+
b d> Pin + AISI 304 Stainless Steel Solution
0.80+/-0.05 ]
® Treatment Wire Rods + Passivated.
(6) 2-83.30+/-0.20 e) Clamping Force = 14,19 kgf Average,
See Attached Mechanical Properties
| / 2 Testing Report No. 9408101 Issued
o
G) 850+/-0.35 _69 69 @$ Dote 2005/08/10 By Tengscrew Co., Ltd.
l = > Being Accompanied By RoHS Standard.
[qV]
FREE LENGTH
17.30+/-0.50 20.15+/-0.35
D D MODEL
s 3 Tengscrew Co, Ltd,
18.30+/-050 2:50+/-0.20 RANGE  |TOLERENCE | NAME IRAW LATCH, OVERCENTRE SERIES J:EO;hfnnson
]
0-10 X oL + (LRI BRCLAGE f T [ [P0
10-50 X MATERIAL SEE NOTE  |SCALE| 21 [ Dophne
50-100 X FINISH SEE NOTE DATE 08—Aug.—05|REV. 0B
PROPRIETARY NOTE: THIS SHEET OF ENGINEERING DRAWINGS AND SPECIFICATIONS CONTAINS CONFIDENTIAL, TRADE SECRET, AND OTHER PROPRIETARY INFORMATION DWG.
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A ) B , C , D . E . F ! G ! H
REVISIONS
UNIT MM
| | | TENGSCREW  CO., LTD. R DESCRIPTION DATE APP.
L Mould 17, Ttx60Wx99. 4L
:Il——/ . . . NI:ITE
Imitafion 30 Size By a) Spec: Draw Latch, Over-Center Series,
Actual Mould design Small Size, Being Suitable to 1 U & 2 U
Server,
b> Latching Spring + SAE 1065 Steel +
:II Hordened + Zinc / Clear.
1’ c) Lever And Base : JIS G3141 SPCC-SD
OILED + Zinc / Clear,
o> Pin + AISI 304 Stainless Steel Solution
29.50Max.) Treatment Wire Rods + Passivated.
e) Clamping Force = 1419 kgf Average,
See Attached Mechanical Properties
5 1] , P
§ Testing Report No. 9408101 Issued
& o — Dote 2005/08/10 By Tengscrew Co., Ltd.
A\
/ > Being Accompanied By RoHS Standard.
/_\_/———
e ——— -
MODEL
Tengscrew Co, Ltd, s
RANGE  |TOLERENCE NAME DRAV LATCH, OVERCENTRE SERIES Johnson
0-10 X TOL + PLREAZAELAGES g7 | onn [P0
10-50 X MATERIAL SEE NDTE  [SCALE| 21 [ Baphne
50-100 X FINISH SEE NOTE DATE 08—Aug.—05|REV. 0B
L T, TS SO T DT BN SRS, sy RIS O T TR ST S ORI 00 P v
NEITHER THIS SHEET NOR THE INFORMATION IT CONTAINS MAY BE USED BY OR DISCLOSED TO ANY THIRD PARTY WITHOUT TENGSCREW’S EXPRESS WRITTEN CONSENT. X _@6 THE 3RD PROJECTION N, MZ-1374-0044RB 1/ 1
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PROPRIETARY ITEM - EXCEPT FOR USES EXPRESSLY

theo | s i beasn, MODIEIED NOMBER 97 Y R T
Sou c AND OTHERWISE ARE RESERVED BY SOUTHCO. INC. DRAW LATCH 04APR2002 2:1 N-37678-J
REV DATE DRAWN/CHKD] DESCRIPT I ON PART NUMBER FINISH MILL IMETERS
A_|16JUL2002| CAM | INITIAL DRAWING RELEASE | 97-99-353 | SEE NOTE 2 | SEE NOTE 2 T S G
UP TO 0.5 +0.05
OVER 0.5 UP TO 6 0.1
OVER 6 UP TO 30 10,2
OVER 30 $0.3
ANGLES $1°
=
PAPER
THIRD ANGLE PROJECTION SIZE
NOTES:
1- SAME AS STANDARD 97-30-160-11 EXCEPT LATCHING
SPRING 5MM SHORTER.
2- LEVER, BASE AND LATCHING SPRING ARE STEEL, —_
ZINC PLATE AND BRIGHT CHROMATE DIP. —
PINS ARE STAINLESS STEEL, PASSIVATED. 4
. "
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TENGSCREW & SUUTHCO PERFURMANCE -~ GUIDELINES - FUR  COMPARISIEN - LIST

THE PERFORMANCE GUIDELINES SHOWN ON THIS PAGE ARE SUPPPLIED AS A GENERAL GUIDE ONLY. AS CONDITIONS VARY WITH EACH APPPLICATION AND METHOD OF INSTALLATION.
STRENGTH DATA GIVEN IS FOR FAILURE OF THE PRODUCT OR FOR SUFFICIENT DEFORMATION TO MAKE THE PRODUCT INOPERABLE. NO SAFETY FACTOR HAS BEEN APPLIED.
IT IS RECOMMENDED THAT THE USER REQUEST A PRODUCT SAMPLE FOR TESTING TO DETERMINE THE SUITABILITY [OF THE PRODUCT FOR THE PURPOSE INTENDED AND USER'S
PARTICULAR  APPLICATION. ¢ THIS COMPARISION LIST BETWEEN TENGSCREW & SOUTHCO ARE ONLY FOR YOUR INNER REFERENCES )

o) ATTACHED RIGHT DRAWING BY DRAV LATCH SHOWN ]
b) SPEC. : DRAV LATCH, OVER-CENTER SERIES, SMALL
SIZE, BY1U AND 21U SERVER, ZINC PLATED. CASE

O LATCH ASSENBLIES VERE INSTALLED AND TESTED
IN ABOVE THICK COLD ROLLED STEEL PANELS.
d FAILURE OCCURED IN THE LATCH - SPRING CLAMPING

OF THE PANEL —l
e) FALURE CCWED IN THE BREAKING OF THE LATCH
- SPRING NEAR INER PIN. 3D TRAWING CLAMPING FORCE RELIABLE WITH EXHAUSED SALT SPRAY
SCREW  SPECIFICATIONS RECONMENDED ULTIMATE AVERAGE  ULTINATE AVERAGE ULTIMATE
ASSEMBLY PLATE  THICKNESS : 100 MM CLAMPING  TORQUE CLAMPING  TORQUE RELIABLE WITH EXHAUSTED SALT SPRAY
PART  NUMBER (STEEL PLATE - MAX. 100 HV) FIREE KGF FIRE KGF REPEATTED TINES P N 2 HIURS
CLAMPING FDRCE TESTING PLEASE RELIABLE  WITH EXHAUSTED TESTING PLEASE SALT SPRAY TESTING PLEASE
TENGSCREW DRAV  LATCH, OVER-CENTER SERIES, SEE TEST REPIRT A 940801 SEE TEST REPIRT NI 9408161 SEE TEST REPIRT AD. 9408061
SMALL SIZE, BEING SUITABLE TO
IMZ-137A-0044RB LU MD 20U SERVER 1419 1,000 24
] CLANPING FIRCE TESTING BY IRAVING TEMSLE FIRCE TESTING BY IRAWING TENSILE FORCE TESTING BY IRAWING
SOUTHCO DRAV LATCH, OVER-CENTER SERIES, e MR T3 ) R G I
SMALL SIZE, BEING SUITABLE TO
SL-137A-0044RB 1U MD 2U SERVER 1364 800 24
MODEL
Tengscrew Co, Ltd —
REVISIONS
LTR DESCRIPTION DATE APP. RANGE TOLERENCE NAME DRAW LATCH, OVERCENTER SERIES Johnson
1]
0-10 X T e e ~ Jonson
10-50 X MATERIAL | SEE DWG. NO |[SCALE| 21 Dophne
50-100 X FINISH ZINC PLATED DATE 15—AUG.—05|REV. 0A
B TENGSCREW G0, LT0, THIS DOCOVENT WY NT. B TRANSFERRED OF COPIED WITHOUT THE. EXPRESS WELITEN AUTLORIZATION ‘OF TENGSCREW "I\ ADDTIINAL Z WG, a7
NEITHER THIS SHEE:I" NOR I'II'HE INFORMATION IT CONTAINS MAY BE USED BY OR DISCLOSED TO ANY THIRD PARTY WITHOUT TENGSCREW'S EXP‘RESS WRITTEN CEINSENT.' 100 UP X @_6 THE 3RD PROJECTION NO, 3MZ-137A-0044RB 1/ 1
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